

## Multi Driver Box

$$
\mathrm{L} \times \mathrm{W} \times \mathrm{H}: 40 \times 38 \times 17 \mathrm{~mm}\left(19 / 16 " \times 11 / 2^{\prime \prime} \times 11 / 16 "\right)
$$

Material: Plastic

| Color | Item No. |
| :--- | :---: |
| black | 833.89 .061 |

## Supplied With

Driver box with fasteners
3 Switch cables @ 1 m (39 3/8") each

## Note

Control up to 3 LED drivers with one switch, the drivers may belong to different LED systems (12 V, $24 \mathrm{~V}, 350 \mathrm{~mA}, 700 \mathrm{~mA}$ ).

## Multi Switch Box

L×W $\times \mathrm{H}: 40 \times 38 \times 17 \mathrm{~mm}\left(19 / 16 " \times 11 / 2^{\prime \prime} \times 11 / 16 "\right)$ Material: Plastic

| Color | Item No. |
| :--- | :---: |
| black | 833.89 .060 |

## Supplied With

Switch box with fasteners
Switch cable @ 1 m (39 3/8")

## Note

You can control 1 LED driver with up to 3 switches, turning on and off from various points. Dimmer 833.89.043 cannot be used. The maximum cable length from outlet of the driver to the switch is $4 \mathrm{~m}\left(1571 / 2^{\prime \prime}\right)$.

## Switch Cable

- For connecting the Multi Driver Box and Multi Switch Box to the driver

| Length | Item No. |
| :--- | :---: |
| $500(1911 / 16 ")$ | 833.89 .068 |
| $2000(783 / 4 ")$ | 833.89 .069 |

## Switch Cable Extension - Male/Female

Length: 2000 (78 3/4")

|  |
| ---: |
|  | Item No. 833.89 .067.

## Push Switch

$\varnothing 12.3 \mathrm{~mm}\left(1 / 2^{\prime \prime}\right)$
Length: 30 mm (1 3/16")
Wattage: $0.3-30$
Cable length: 2 m (78 3/4")
Material: Plastic

| Color | Item No. |
| :--- | :---: |
| black | 833.89 .044 |

## Housing for Surface Mounting

L x W x H: $57 \times 50 \times 20 \mathrm{~mm}(25 / 16 " \times 2 " \times 13 / 16$ " $)$
Material: Plastic

| Color | Item No. |
| :--- | :---: |
| silver | 833.89 .049 |
| black | 833.89 .048 |

## Supplied With

